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Application Data Sheet
9.  Process Pressure:
8.  Process Temperature:
Density
3.  Measurement Range (4 … 20 mA calibrated range):
4.
7.  Measurement Range (4 … 20 mA calibrated range):
10.  Do either of the above parameters change during operation?
*If yes, what is the operating range?
11.  Does process build up on vessel wall?
    Pipe Wall Dimensions    
Material
Density
Units
Thickness
Pipe
Insulation
Liner
Process Material
Measurement Description
31406-EN-130220
Density
(Continued)
19.  Will the detector be exposed to external X-ray radiation during operation?
20.  Does the customer have a license to possess/use radioactive material?
22.  Do you want the process output referenced to a fixed reference temperature:
23.  Do you want the process output to be mass-flow?
*If yes:
Type:
Flowmeter Output:
Flowmeter Calibrated Range:
flow
flow
Radiation Specification
Special Applications
Additional Information
VEGA Grieshaber KG  •  Am Hohenstein 113  •  77761 Schiltach/Germany  •  [Tel.] +49 (0) 7836 / 50-0 • [Fax] +49 (0) 7836 / 50-201  •  www.vega.com
(Class/Zone/Division)          or
17.  Output:
16.  Input Power:
15.  Ambient Temperature Range:
Electronics
a:
b:
21.  Display:
24.  Rank the following by importance (1-4 Highest to Lowest):
8.0.1291.1.339988.308172
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