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Nr./No.: 968/FSP 1088.02/25

Priifgegenstand
Product tested

Typbezeichnung
Type designation

Priifgrundlagen
Codes and standards

BestimmungsgemaBe
Verwendung
Intended application

Besondere Bedingungen
Specific requirements

Gilltig bis / Valid until 2030-09-23

Der Ausstellung dieses Zertifikates liegt eine Priifung zugrunde, deren Ergebnisse im Bericht Nr. 968/FSP 1088.02/25 vom 23.09.2025 dokumentiert

sind.

Dieses Zertifikat ist nur gliltig fiir Erzeugnisse, die mit dem Priifgegenstand tibereinstimmen.
The issue of this certificate is based upon an examination, whose results are documented in Report No. 968/FSP 1088.02/25 dated 2025-09-23.
This certificate is valid only for products which are identical with the product tested.

KéIn, 2025-09-23

Trennlibertrager Zertifikats- VEGA Grieshaber KG

Separator inhaber Am Hohenstein 113
Certificate 77761 Schiltach
holder Germany

VEGATRENN 151, VEGATRENN 152

IEC 61508 Parts 1-7:2010 IEC 61326-3-2:2017

TrennUbertrager fir 4..20mA Sensoren.

Die Trenniibertrager VEGATRENN 151/152 erflillen die Anforderungen der genannten
Prifgrundlagen und kénnen in einem sicherheitsbezogenen System gemaf IEC 61508
eingesetzt werden, in HFT=0 Struktur bis SIL 2 und redundant (HFT=1) bis SIL 3
(systematische Eignung SC 3). Ausgangsstrome <3,6mA und >21mA miissen von dem
nachgeschalteten Sicherheitsgerat als Fehler behandelt werden.

Die Produkte wurden auch in Bezug auf die anwendaren Anforderungen der IEC
61511-1:2017 Uberprift und kénnen im Anwendungsbereich der IEC 61511-1:2017 verwendet
werden.

Die von VEGA herausgegebenen Sicherheitshandbucher fir den ordnungsgeméfen und
sicheren Betrieb der Sensoren sind zu beachten.

Separator for 4..20mA sensors.

The Separators VEGATRENN 151/152 comply with the requirements of the stated standards
and can be used in a safety-related system acc. IEC 61508, in HFT=0 configuration up to SIL
2 and redundant (HFT=1) up to SIL 3 (systematic capability SC 3). Output currents <3.6mA
and >21mA have to be considered by the downstream safety device as failure condition.

The products were also reviewed in reference to the requirements of IEC 61511-1:2017
applicable during a type examination and can be used in application as such.

The Safety Manuals released by VEGA for proper and safe operation of the sensors must be
considered.

Die zugehdrigen Betriebsanleitungen und das Safety Manual sind zu beachten.
The operating instructions and the safety manual shall be considered.

Koin
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Certification Body Safety & Security for Automation & Grid Dipl.-Ing. (FH) Wolf Rickwart

TUV Rheinland Industrie Service GmbH, Am Grauen Stein, 51105 Kéln / Germany

A TUVRheinland®

Precisely Right.

Tel.: +49 221 806-1790, Fax: +49 221 806-1539, E-Mail: industrie-service@de.tuv.com
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