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Certificate of Compliance

Certificate: 80080111 Master Contract: 153857
Project: 80080111 Date Issued: 2021-10-12
Issued To: Vega Grieshaber KG

Am Hohenstein 113

Schiltach, Baden-Wiir berg, 77761

Germany

Attention: Thomas Roming

The products listed below are eligible to bear the CSA Mark shown with
adjacent indicators 'C' and 'US’ for Canada and US or with adjacent
indicator 'US' for US only or without either indicator for Canada only.

Issued by: DimchoGenov
Dimcho Genov

b

C us

PRODUCTS

CLASS - C225206 - PROCESS CONTROL EQUIPMENT Process Control Equipment
CLASS - C225286 - PROCESS CONTROL EQUIPMENT Certified to US Standards

Radiometric Sensor for Level Detection and Level Measurement, PROTRAC series, including models
FIBERTRAC 31, FIBERTRAC 32, SOLITRAC 31, MINITRAC 31, MINITRAC 32, POINTRAC 31,
WEIGHTRAC 31 and WEIGHTRAC 32

Rated: 24 — 230Vac (-15%/+10%), 6VA, 50/60Hz / 24 — 65Vdc (-15%/+10%), 4W

Relay contacts: 250Vac, 3A max.
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Notes:

1. Ambient temperature range: -50°C to +60°C; -40°C to +60°C (FIBERTRAC series only)

2. Environmental Conditions: 5000 m max with overvoltage category II, or 2000m max with overvoltage
category III

3. Enclosure types: 4X, IP66/67

4. Equipment has only been tested for electrical safety. No evaluation of functional safety and performance
characteristics has been conducted.

Nomenclature:
PROTRAC: FIBERTRAC 31 radiation-based sensor, FT31.xyabcdefg

Xy = Approval:
XX without

a = Version/ Ambient temperature
1 Standard / -40°C...+60°C

b = Electronics
V 4-wire 4..20mA/HART
S 4-wire 4.. 20mA/HART with SIL qualification
F 4-wire Foundation Fieldbus
P 4-wire PROFIBUS PA

¢ = Housing / Protection
D Aluminum double chamber / IP66/IP67
A Aluminum double chamber with 316L conduit mount/ IP66/IP67
S Aluminum double chamber / IP66/IP67 (special color)
R Aluminum double chamber with 316L conduit mount/ IP66/IP67 (special color)
W stainless steel double chamber / IP66/IP67
V stainless steel double chamber with 316L conduit mount/ IP66/IP67 (special color)

d = Cable entry / plug connection
N 1/2NPT / without
M M20x1.5 / without
* separately cable glands, blind plugs, cable bushings, plug connectors, conduit (1/2NPTor M20x1.5)

e = Indicating/adjustment module (PLICSCOM)
X without
B side mounted
F without; lid with inspection window
L side mounted; with Bluetooth, magnetic pen operation
H side mounted; with Bluetooth, magnetic pen operation with heating

f= Additional equipment
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X without
* 1 digit code representing accessories; Options not affecting safety
g=Length

* 3 digit code representing Detector length; Options not affecting safety

PROTRAC: FIBERTRAC 32 radiation-based sensor, FT32.xyabcdefg

xy = Approval
XX without

a = Version / Ambient temperature
1 Standard / -40°C...+60°C

b = Electronics
V 4-wire 4...20mA/HART
S 4-wire 4..20mA/HART with SIL qualification
F 4-wire Foundation Fieldbus
P 4-wire PROFIBUS PA

¢ = Housing / Protection
D Aluminum double chamber / IP66/IP67
A Aluminum double chamber with 316L conduit mount/ IP66/IP67
S Aluminum double chamber / IP66/IP67 (special color)
R Aluminum double chamber with 316L conduit mount/ IP66/IP67 (special color)
W stainless steel double chamber / IP66/IP67
V stainless steel double chamber with 316L conduit mount/ IP66/IP67 (special color)

d = Cable entry / plug connection
N 1/2NPT / without
M M20x1.5 / without
* separately cable glands, blind plugs, cable bushings, plug connectors, conduit (1/2NPTor M20x1.5)

¢ = Indicating/adjustment module (PLICSCOM)
X without
B side mounted
F without; lid with inspection window
L side mounted; with Bluetooth, magnetic pen operation
H side mounted; with Bluetooth, magnetic pen operation with heating

f= Additonal equipment
X without
*1 digit code representing accessories; Options not affecting safety

g =Length
* 3 digit code representing Detector length; Options not affecting safety

PROTRAC: SOLITRAC 31 radiation-based sensor, ST31.xyabcdefg
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xy = Approval
XX without

a = Version/ Ambient temperature
1 Standard / -40°C...+60°C
2 Low temperature range / -50°C...+60°C

b = Electronics
V 4-wire 4...20mA/HART
S 4-wire 4...20mA/HART with SIL qualification

F 4-wire Foundation Fieldbus
P 4-wire PROFIBUS PA

¢ = Housing / Protection
D Aluminum double chamber / IP66/IP67
S Aluminum double chamber / IP66/IP67 (special color)
W stainless steel double chamber / IP66/IP67

d = Cable entry / plug connection
N 1/2NPT / without
M M20x1.5 / without
* separately cable glands, blind plugs, cable bushings, plug connectors, conduit (1/2NPTor M20x1.5)

¢ = Indicating/adjustment module (PLICSCOM)

X without

B side mounted

F without; lid with inspection window

L side mounted; with Bluetooth, magnetic pen operation

H side mounted; with Bluetooth, magnetic pen operation with heating
f= Additional equipment

X without

* 1 digit code representing accessories; Options not affecting safety
g=Length

* 3 digit code representing Detector length; Options not affecting safety

PROTRAC: MINITRAC 31 radiation-based sensor, MT31.xyabcdef

xy = Approval:
XX without
a = Version / Ambient temperature
1 Standard / -40°C...+60°C
2 Low temperature range / -50°C...+60°C

b = Electronics
V 4-wire 4..20mA/HART
S 4-wire 4...20mA/HART with SIL qualification
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F 4-wire Foundation Fieldbus
P 4-wire PROFIBUS PA

¢ = Housing / Protection
D Aluminum double chamber / IP66/IP67
S Aluminum double chamber / IP66/IP67 (special color)
W stainless steel double chamber / IP66/IP67

d = Cable entry / plug connection
N 1/2NPT / without
M M20x1.5 / without
* separately cable glands, blind plugs, cable bushings, plug connectors, conduit (1/2NPTor M20x1.5)

e = Indicating/adjustment module (PLICSCOM)
X without
B side mounted
F without; lid with inspection window
L side mounted; with Bluetooth, magnetic pen operation
H side mounted; with Bluetooth, magnetic pen operation with heating

f= Additional equipment
X without
S Internal lead shielding
*1 digit code representing accessories; Options not affecting safety

PROTRAC: MINITRAC 32 radiation-based sensor, MT32.xyabcdef

Xy = Approval:
XX without

a = Version / Ambient temperature
1 Standard / -40°C...+60°C
2 Low temperature range / -50°C...+60°C

b = Electronics
V 4-wire 4.. 20mA/HART
S 4-wire 4.. 20mA/HART with SIL qualification
F 4-wire Foundation Fieldbus
P 4-wire PROFIBUS PA

¢ = Housing / Protection
D Aluminum double chamber / IP66/IP67
S Aluminum double chamber / IP66/IP67 (special color)
W stainless steel double chamber / IP66/IP67
d = Cable entry / plug connection
N 1/2NPT / without
M M20x1.5 / without * separately cable glands, blind plugs, cable bushings, plug connectors, conduit
(1/2NPTor M20x1.5)
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¢ = Indicating/adjustment module (PLICSCOM)
X without
B side mounted
F without; lid with inspection window
L side mounted; with Bluetooth, magnetic pen operation
H side mounted; with Bluetooth, magnetic pen operation with heating

f= Additional equipment
X without
* 1 digit code representing accessories; Options not affecting safety

PROTRAC: POINTRAC 31 radiation-based sensor, PT31.xyabcdefg

Xy = Approval
XX without

a = Version / Ambient temperature
1 Standard / -40°C...+60°C
2 Low temperature range / -50°C...+60°C

b = Electronics
V 4-wire 4..20mA/HART
S 4-wire 4...20mA/HART with SIL qualification
F 4-wire Foundation Fieldbus
P 4-wire PROFIBUS PA

¢ = Housing / Protection
D Aluminum double chamber / IP66/IP67
S Aluminum double chamber / IP66/IP67 (special color)
W stainless steel double chamber / IP66/IP67

d = Cable entry / plug connection
N 1/2NPT / without
M M20x1.5 / without
* separately cable glands, blind plugs, cable bushings, plug connectors, conduit (1/2NPTor M20x1.5)

e = Indicating/adjustment module (PLICSCOM)
X without
B side mounted
F without; lid with inspection window
L side mounted; with Bluetooth, magnetic pen operation
H side mounted; with Bluetooth, magnetic pen operation with heating

f= Additional equipment
X without
* 1 digit code representing accessories; Options not affecting safety
g = Length
* 3 digit code representing Detector length; Options not affecting safety
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PROTRAC: WEIGHTRAC 31 radiation-based sensor, WT31.xyabcdefghi

xy = Approval:
XX without

a = Version / Ambient temperature
1 Standard / -40°C...+60°C
2 Low temperature range / -50°C...+60°C

b = Electronics
V 4-wire 4.. 20mA/HART
S 4-wire 4..20mA/HART with SIL qualification
F 4-wire Foundation Fieldbus
P 4-wire PROFIBUS PA

¢ = Housing / Protection
D Aluminum double chamber / IP66/IP67
S Aluminum double chamber / IP66/IP67 (special color)
W stainless steel double chamber / IP66/IP67

d = Cable entry / plug connection
N 1/2NPT / without
M M20x1.5 / without
* separately cable glands, blind plugs, cable bushings, plug connectors, conduit (1/2NPTor M20x1.5)

¢ = Indicating/adjustment module (PLICSCOM)

X without

B side mounted

F without; lid with inspection window

L side mounted; with Bluetooth, magnetic pen operation

H side mounted; with Bluetooth, magnetic pen operation with heating
f= Additional equipment

X without

*1 digit code representing accessories; Options not affecting safety
g = Frame construction

X without

A Galvanized steel

C Stainless steel

*1 digit code representing frame material; Options not affecting safety
h = Conveyor width / frame upright height

* 2 digit code representing frame size; Options not affecting safety

i= Source holder configuration

X without
B Single SHLD-1 mounting device
V Adapter flange VEGASOURCE
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