CERTIFICATE OF CONFORMITY ~¥1 Approvals

. HAZARDOUS (CLASSIFIED) LOCATION COMPONENT PER US REQUIREMENTS
. Certificate No: FM25US0154U

. Component: PLICSCOM(*).4B/W* Display and Adjustment
(Type Reference and Name) Module

. Name of Listing Company: VEGA Grieshaber KG
. Address of Listing Company: Am Hohenstein 113, Schiltach, D-77761, Germany
. The examination and test results are recorded in confidential report number:

PR473106 dated 6 August 2025

. FM Approvals LLC, certifies that the component described has been found to comply with the following Approval
standards and other documents:

FM 3600:2022, FM 3610:2021, FM 3810:2021, ANSI/UL 60079-0:2020, ANSI/UL 60079-11:2018,
ANSI/UL 61010-1:2019

. The sign 'U' placed after the certificate number indicates that this certificate must not be mistaken for a
certificate for equipment or a protective system. This certificate may only be used as the basis for the
certification of equipment or a protective system. This certificate is issued to the manufacturer also intended to
be the holder of the equipment certificate which includes this component.

. This certificate relates to the design, examination and testing of the component specified herein. The FM
Approvals surveillance audit program has further determined that the manufacturing processes and quality
control procedures in place are satisfactory to manufacture the component as examined, tested and Approved.

. Component Ratings:

Intrinsically Safe for Class I, Division 1, Groups ABCD
Intrinsically Safe for Class I, Zone 0, AEx ia lIC Ga
Intrinsically Safe for Class |, Zone 1, AEx ia IIC Gb

Certificate issued by:

98 /J(M,M 6 August 2025

J.E. Marquedant Date
VP, Manager - Electrical Systems

To verify the availability of the Approved product, please refer to www.approvalguide.com

THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT CHANGE
FM Annravale Il . One Technology Way, Norwood, MA 02062 USA

Page 1 of 3

1092948-EN-250806



SCHEDULE V1 Approvals

US Certificate of Conformity No: FM25US0154U

11. The marking of the component shall include:

IS Class I, Division 1, Groups ABCD
Class |, Zone 0, AEx ia lIC Ga
Class |, Zone 1, AEx ia lIC Gb

. Description of Component:

General - The display and adjustment module PLICSCOM(*).4B/W* with built-in display and control buttons is
an intrinsically safe instrument. Electrically, the PLICSCOM(*).4B/W* is connected by 4 spring loaded contacts in
the lid of the electronics insert. There are 4 contact areas shifted by 90° on the bottom of the display and
adjustment module. The PLICSCOM(*).4B/W* can therefore be fixed in 4 different viewing positions.

Thermal Ratings -

Permissible service Maximum surface temperature in
temperature range accordance with the temperature class
classification

-40°C to +80°C Teervice +34K

Electrical Ratings -

In type of protection intrinsic safety Ex ia lIC
Only for connection to certified intrinsically safe circuits.
Maximum values:

Ui=6v

li=234mA

Pi =350mwW

The effective internal capacitance Ci is negligibly small

The effective internal inductance Li= 2.79uH

PLICSCOM(*).4B/W*

4 = Generation

B = Basic Model

W = Basic Model with Bluetooth, Magnetic Operation
* = Additional equipment (optional)

To verify the availability of the Approved product, please refer to www.approvalguide.com

THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT CHANGE
FM Approvals LLC. One Technology Way, Norwood, MA 02062 USA
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SCHEDULE V1 Approvals

US Certificate of Conformity No: FM25US0154U

13. Schedule of Limitations:

1. The PLICSCOMA4(*).4B/W* is certified as an Ex Component. It must be installed in a final VEGA assembly
that is itself certified as compliant with Ex Standards.

2. The display and adjustment module PLICSCOM(*).4B/W* is suitable for a service temperature range of -40
°C to +80 °C.

3. The display and adjustment module PLICSCOM(*).4B/W* has to be completely installed in a suitable
enclosure according to ANSI/UL 60079-0 in such a way, that a degree of protection of at least IP20
according to ANSI/IEC 60529 is reached. The installation into the enclosure shall be carried out in such a
way that the service temperature is not exceeded.

14. Test and Assessment Procedure and Conditions:
This Certificate has been issued in accordance with FM Approvals US Certification Requirements.

15. Schedule Drawings

A copy of the technical documentation has been kept by FM Approvals.

16. Certificate History
Details of the supplements to this certificate are described below:

Date Description

6 August 2025 Original Issue.

To verify the availability of the Approved product, please refer to www.approvalguide.com

THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT CHANGE
FM Approvals LLC. One Technology Way, Norwood, MA 02062 USA
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CERTIFICATE OF CONFORMITY ~¥1 Approvals

. HAZARDOUS LOCATION COMPONENT PER CANADIAN REQUIREMENTS
. Certificate No: FM25CA0065U

. Component: PLICSCOM(*).4B/W* Display and Adjustment
(Type Reference and Name) Module

. Name of Listing Company: VEGA Grieshaber KG
. Address of Listing Company: Am Hohenstein 113, Schiltach, D-77761, Germany
. The examination and test results are recorded in confidential report number:

PR473106 dated 6 August 2025

. FM Approvals LLC, certifies that the component described has been found to comply with the following Approval
standards and other documents:

CSA C22.2 No. 60079-0:2019, CSA C22.2 No. 60079-11:2014 (R2018), CSA C22.2 No. 61010-1:2019

. The sign ‘U’ placed after the certificate number indicates that this certificate must not be mistaken for a
certificate for equipment or a protective system. This certificate may only be used as the basis for the
certification of equipment or a protective system. This certificate is issued to the manufacturer also intended to
be the holder of the equipment certificate which includes this component.

. This certificate relates to the design, examination and testing of the products specified herein. The FM Approvals
surveillance audit program has further determined that the manufacturing processes and quality control
procedures in place are satisfactory to manufacture the product as examined, tested and Approved.

. Component Ratings:

Intrinsically Safe for Class |, Division 1, Groups ABCD
Intrinsically Safe for Class I, Zone 0, Ex ia IIC Ga
Intrinsically Safe for Class I, Zone 1, Exia lIC Gb

. The marking of the component shall include:
IS Class I, Division 1, Groups ABCD

ExiallC Ga
ExiallC Gb

Certificate issued by:

9,8 %M,M 6 August 2025

J.E. Marquedant Date
VP, Manager - Electrical Systems

To verify the availability of the Approved product, please refer to www.approvalguide.com

THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT CHANGE
FM Approvals LLC. One Technology Way, Norwood, MA 02062 USA
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SCHEDULE V1 Approvals

Canadian Certificate of Conformity No: FM25CA0065U

12. Description of Component:

General - The display and adjustment module PLICSCOM(*).4B/W* with built-in display and control buttons is
an intrinsically safe instrument. Electrically, the PLICSCOM(*).4B/W* is connected by 4 spring loaded contacts in
the lid of the electronics insert. There are 4 contact areas shifted by 90° on the bottom of the display and
adjustment module. The PLICSCOM(*).4B/W* can therefore be fixed in 4 different viewing positions.

Thermal Ratings -
Permissible service Maximum surface temperature in
temperature range accordance with the temperature class
classification

-40°C to +80°C Tservice ¥34K
Electrical Ratings -

In type of protection intrinsic safety Ex ia lIC
Only for connection to certified intrinsically safe circuits.
Maximum values:

Ui=6v

li=234mA

Pi = 350mW

The effective internal capacitance Ci is negligibly small

The effective internal inductance Li= 2.79uH

PLICSCOM(*).4B/W*

4 = Generation

B = Basic Model

W = Basic Model with Bluetooth, Magnetic Operation
* = Additional equipment (optional)

To verify the availability of the Approved product, please refer to www.approvalguide.com

THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT CHANGE
FM Approvals LLC. One Technology Way, Norwood, MA 02062 USA

F 331 (Jul 24) Page 2 of 3
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SCHEDULE V1 Approvals

Canadian Certificate of Conformity No: FM25CA0065U

13. Schedule of Limitations:

1. The PLICSCOMA4(*).4B/W* is certified as an Ex Component. It must be installed in a final VEGA assembly
that is itself certified as compliant with Ex Standards.

2. The display and adjustment module PLICSCOM(*).4B/W* is suitable for a service temperature range of -40
°C to +80 °C.

. The display and adjustment module PLICSCOM(*).4B/W* has to be completely installed in a suitable
enclosure according to CSA C22.2 No. 60079-0 in such a way, that a degree of protection of at least IP20
according to CSA C22.2 No. 60529 is reached. The installation into the enclosure shall be carried out in
such a way that the service temperature is not exceeded.

14. Test and Assessment Procedure and Conditions:
This Certificate has been issued in accordance with FM Approvals Canadian Certification Scheme.

15. Schedule Drawings

A copy of the technical documentation has been kept by FM Approvals.

16. Certificate History
Details of the supplements to this certificate are described below:

Date Description

6 August 2025 Original Issue.

To verify the availability of the Approved product, please refer to www.approvalguide.com

THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT CHANGE
FM Approvals LLC. One Technology Way, Norwood, MA 02062 USA
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