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6 August 2021

Titan Research Group

1920 Yonge Street, 2nd Floor
Toronto, ON M4S 3E2

Dear Rob McGregor

Re: Reciprocal CRN Registration in Manitoba

Your application indicates that a CRN has been received in another Canadian Jurisdiction, and
therefore your CRN has been registered in Manitoba as follows:

File Number: 74-R1673
CRN: 0F7032.4
Scope: SOR: SOR-VPULS1*/2*/3* Rev 1 - Change of Name of Product Assembly from

Manufacturer: Vega Grieshaber KG
Expiry Date: 17 March 2030

Please find attached invoice for registration.

As indicated by the Regulatory Reconciliation and Cooperation Table and the Reconciliation
Agreement for the Canadian Registration Number (CRN) for Pressure Equipment, a CRN issued in
any Canadian Jurisdiction will be accepted for use in Manitoba.

In accordance with Steam and Pressure Plants Regulation and CSA BS51, it is the manufacturer’s
responsibility to file a Manufacturers Data Report, including partial data reports, with our office,
prior to shipping pressure equipment to Manitoba.

Please contact gasupport@gov.mb.ca for any questions or concerns.

Inspection and Technical Services

Municipal Relations

508 - 401 York Avenue, Winnipeg Manitoba R3C 0P8
T (204) 945-3373 | F (204) 948-2089



VEGA Americas Incorporated
4170 Rosslyn Drive, Cincinnati, OH 45209, USA

SOR-VPULS1*/2*/3*, Rev.1 : VEGAPULS C 11, C21,C 22, C23,11,21,3
SCOPE OF REGISTRATION SUMMARY

Product Assembly Process Process Thread Process Side | Thread Cable Side Material of Comments
\ Type | Pressure | Temperature = Type/ Size Type/ Size Construction
| VEGAPULSC 11 |-1.+3bar| -40...60°C Threaded Threaded PVDF (Kynar 720) | Process connection
| | | G1'2, 127 NPT, R1%2 | Gl, 1” NPT, R1 seal is optional
VEGAPULSC21 |-1..+3bar| -40...80°C Threaded Adapter to 1” NPT | PVDF (Kynar 720) | Process connection
- . Gl'4, 12" NPT, R1% | seal is optional
VEGAPULSC22 |-1..+3bar| -40...80°C N.A. Threaded PVDF (Kynar 720) -
- G1, 1” NPT, R1
VEGAPULSC23 |-1..+3bar| -40...80°C Threaded NA. PVDF (Kynar 720) | Process connection |

N
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2, 127 NPT, R1% seal is optional

VEGAPULS 11 | -1 .+3bar| -40..60°C |Gl

VEGAPULS 21 | -1 .+3bar| -40...80°C
VEGAPULS 31 | -1..+3 bar| -40...80°C

APPROVED BY: (orrie C,p‘.ul\o“p TINIE: 4 loe O&s)j‘{\cr

SIGNED: Cob 4./ &J—W DATE APPROVED: (. / 8/ 202\
SOR-VPULS1*/2*/3*, Rev.]l : VEGAPULS C 11, C 21. C 22. C 23, 11, 21. 31 _
PAGE 1 OF 1






