Suite 600 - 2889 E 12th Ave
Vancouver, BC V5M 4T5

Toll Free: 1-866-566-7233
www.technicalsafetybc.ca

Date: December 2, 2021
TITAN RESEARCH GROUP Account #: 60267
200-1920 YONGE STREET Journal #: 78438
TORONTO ON M4S 3E6
CANADA

Attn: TITAN RESEARCH GROUP

Re: Application for Design Registration

The design, as detailed in your, VEGAPULS 1*/2*/3* Siemens addendum, for a Fitting is accepted for registration

as follows:
Registered To: VEGA AMERICAS INC CRN: 0F22218.51
Drawing #: SOR-VPULS-1*/2*/3* Drawing Revision: 1

This design was registered based on a technical review performed by the province of initial registration in
accordance with the Association of Chief Inspectors policy on reciprocal recognition of design review.

Reviewer's Notes:

As required by CSA B51 4.2.1, this registration expires on 13-Mar-2030. This CRN is valid until the expiry date as
long as the Manufacturer maintains a valid quality control program verified by an acceptable third-party agency
until that date. Should the certification of the quality control program lapse before the expiry date, this registration
shall become void. Any additional conditions of registration stated in TSSA CRN# 0F22218.5ADD1

registration shall apply to BC registration.

Contact me if you have any questions. The invoice for registration will be forwarded under separate cover.

Janina Mihailescu

janina.mihailescu@technicalsafetybc.ca
Design Administration

CC:

(PROD) 30400-20 GST #: 87391 2802 RT0001



VEGA Americas Incorporated
4170 Rosslyn Drive, Cincinnati, OH 45209, USA

SOR-VPULS1*/2*/3*, Rev.1 : VEGAPULS C 11, C 21, C 22, C 23, 11, 21, 31 and_
SCOPE OF REGISTRATION SUMMA

| Product Assembly Process Process Thread Process Side | Thread Cable Side Material of Comments
\ Type | Pressure | Temperature = Type/ Size Type/ Size Construction
| VEGAPULSC 11 |-1.+3bar| -40...60°C Threaded Threaded PVDF (Kynar 720) | Process connection
| | | G1'2, 127 NPT, R1%2 | Gl, 1” NPT, R1 seal is optional
VEGAPULSC21 |-1..+3bar| -40...80°C Threaded Adapter to 1” NPT | PVDF (Kynar 720) | Process connection
- . Gl'4, 12" NPT, R1% | seal is optional
VEGAPULSC22 |-1..+3bar| -40...80°C N.A. Threaded PVDF (Kynar 720) -
- G1, 1” NPT, R1
VEGAPULSC23 |-1..+3bar| -40...80°C Threaded NA. PVDF (Kynar 720) | Process connection |

N
18]

VEGAPULS 11 | -1 .+3bar| -40..60°C |Gl
]

2, 127 NPT, R1% seal is optional

VEGAPULS 21 | -1 .+3bar| -40...80°C
VEGAPULS 31 | -1..+3 bar| -40...80°C
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