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1	 Area of applicability
These safety instructions apply to the display and adjustment module PLICSCOM according to 
the Certificate of Conformity CSA25CA80260846U (certificate number on the type label) and to all 
instruments with the safety instruction (1096881).
The classification as well as the respective standards are stated in the Certificate of Conformity:

•	 Class I, Zone 0 or 1, A/Ex ia IIC Ga or Gb
•	 Intrinsic safe for Class I, Division 1 Group ABCD

2	 General information
The display and adjustment module PLICSCOM takes over the task of the display and adjustment 
of the VEGA instrument.
The PLICSCOM is suitable for installation as display and adjustment module in VEGA instruments 
of the plics and plicsplus product families with intrinsically safe communication circuit.
When mounted in a VEGA instrument with intrinsically safe communication circuit, the PLICSCOM 
are suitable for use in hazardous atmospheres of all combustible substances of explosion groups 
IIA, IIB, IIC and Group A, B, C, D.

3	 Important specification in the type code

PLICSCOM(*).ab

Position Feature Description

a character not selectable 4 4. Generation

b Version B Basic model

W Basic model; with Bluetooth, magnetic pen operation

PLICSCOM installed in certified, intrinsically safe VEGA instruments

Position Feature Description

Display and adjustment 
module PLICSCOM

X without

A mounted

K mounted; with Bluetooth, magnetic pen operation

B Laterally mounted

L laterally mounted; with Bluetooth, magnetic pen operation

4	 Conditions of Acceptability
The following list describes the special operating conditions of PLICSCOM.

Ambient temperature
You can find the details in chapter "Thermal data" of these safety instructions.

Housing
PLICSCOM must be installed in a housing of an Ex-approved device with degree of protection IP20 
according to IEC/EN 60529; observe the operating temperature range.
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5	 Important information for mounting and maintenance
General instructions
The following requirements must be fulfilled for mounting, electrical installation, setup and mainte-
nance of the instrument:

•	 The staff must be qualified according the respective tasks
•	 The staff must be trained in explosion protection
•	 The staff must be familiar with the respectively valid regulations, e.g. planning and installation 

acc. to IEC 60079-14
•	 The instrument has to be mounted according to the manufacturer specifications, the Certificate 

of Conformity and the valid regulations and standards

Mounting
Keep in mind for instrument mounting

•	 Mechanical damage on the instrument must be avoided
•	 Mechanical friction must be avoided

Intrinsic safety "i"
•	 Valid regulations for connection of intrinsically safe circuits, e.g. proof of intrinsic safety accord-

ing to IEC/EN 60079-14 must be observed
•	 The instrument is only suitable for connection to certified, intrinsically safe instruments
•	 When connecting an intrinsically safe instrument to an non-intrinsically safe circuit, the instru-

ment must be no longer used in intrinsically safe circuits

6	 Safe operating mode
General operating conditions
•	 Do not operate the instrument outside the electrical, thermal and mechanical specifications of 

the manufacturer

7	 Installation/construction
The display and adjustment module must only be mounted and used in certified VEGA instruments 
with the respective mechanical, electrical, intrinsically safe connection in the VEGA housing.
Proceed as follows:

•	 Unscrew the lid of the VEGA instrument
•	 Place the display and adjustment module on the electronics in the desired position and turn it to 

the right until it snaps in.
•	 Tighten the housing lid of the inspection window and probably lock with the lid locking of the 

VEGA instrument

Disassembly is carried out in reverse order.
Make sure that the intrinsically safe display and adjustment module PLICSCOM which was oper-
ated on non-intrinsically safe circuits is no longer used in intrinsically safe instrument.
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Fig. 1: Installing the display and adjustment module in the electronics compartment of the single chamber housing

1 2

Fig. 2: Installing the display and adjustment module in the double chamber housing
1	 In the electronics compartment
2	 In the connection compartment (with Ex d ia version not possible)
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8	 Electrical data
PLICSCOM(*).** or used in an intrinsically safe VEGA instrument
Power supply and signal circuit: (contact paths) In type of protection intrinsic safety Ex ia IIC

Ui = 6 V DC
li = 234 mA
Pi = 350 mW
Ci = negligibly small
Li = 2.79 µH
The display and adjustment module PLICSCOM is 
suitable for installation in VEGA instruments with a re-
spectively communication circuit (sliding contacts).

9	 Thermal data

Thermal data only from PLICSCOM, without additional enclosure, sensor electronics:

Permissible operating temperature range -40 … +80 °C

Maximum surface temperature in relation to the temper-
ature class classification

Operating temperature +34 K

In mounted condition, the respective temperature classes and permissible ambient temperatures 
of the VEGA instrument and the display and adjustment module PLICSCOM must be taken into 
account and maintained.
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ing conditions of the sensors and processing systems correspond to the information 
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