
Certificate of Compliance
Certificate: 80260846 Master Contract: 153857

Project: 80260846 Date Issued: 2025-10-06

Issued to: Vega Grieshaber KG
Am Hohenstein 113
Schiltach, Baden-Württemberg
77761
Germany

Attention: Thomas Roming

Issued by: Cem Kayadibi
Cem Kayadibi

The products listed below are eligible to bear the CSA Mark shown with adjacent
indicators 'C' and 'US' for Canada and US or with adjacent indicator 'US' for US

only or without either indicator for Canada only.

PRODUCTS

Class 2258 04 PROCESS CONTROL EQUIPMENT - Intrinsically Safe, Entity - For Hazardous Locations
Class 2258 84 PROCESS CONTROL EQUIPMENT - Intrinsically Safe, Entity - For Hazardous Locations - Certified to US
Standards

C225804 PROCESS CONTROL EQUIPMENT ‑ Intrinsically Safe, Entity ‑ For Hazardous Locations

Ex ia IIC Ga
Ex ia IIC Gb
 
Class I, Division 1, Groups A, B, C, D
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Display and adjustment module (Ex-Component), model PLICSCOM(*).4B/W*
Service temperature range: -40 °C to +80 °C.
Power supply and signal circuit (Spring contacts in the cover of the electronic insert). 
Only for connection to certified intrinsically safe circuits with the following maximum entity parameters.
 
Entity parameters:
Ui = 6V
Ii = 234mA
Pi = 350mW
The effective internal capacitance Ci is negligibly small.
The effective internal inductance Li = 2.79µH.
 
Type Code:
 

PLICSCOM(*). 4 B/W *

Prime designation. 4. Generation. B: Basic model.
W: Basic model with Bluetooth, Magnetic operation.

Optional.

 
Conditions of Acceptability:
 

1. The display and adjustment module PLICSCOM(*).4B/W* is suitable for a service temperature range of -40 °C to +80 °C.
2. The display and adjustment module PLICSCOM(*).4B/W* has to be completely installed in a suitable enclosure according to IEC

60079-0 in such a way, that a degree of protection of at least IP20 according to IEC 60529 is reached. The installation into the
enclosure shall be carried out in such a way that the service temperature is not exceeded.

C225884 PROCESS CONTROL EQUIPMENT ‑ Intrinsically Safe, Entity ‑ For Hazardous Locations ‑ Certified to US
Standards

Class I, Zone 0, AEx ia IIC Ga
Class I, Zone 1, AEx ia IIC Gb
 
Class I, Division 1, Groups A, B, C, D
 
Display and adjustment module (Ex-Component), model PLICSCOM(*).4B/W*
Service temperature range: -40 °C to +80 °C.
Power supply and signal circuit (Spring contacts in the cover of the electronic insert). 
Only for connection to certified intrinsically safe circuits with the following maximum entity parameters.
 
Entity parameters:
Ui = 6V
Ii = 234mA
Pi = 350mW
The effective internal capacitance Ci is negligibly small.
The effective internal inductance Li = 2.79µH.
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Type Code:
 

PLICSCOM(*). 4 B/W *

Prime designation. 4. Generation. B: Basic model.
W: Basic model with Bluetooth, Magnetic operation.

Optional.

 
Conditions of Acceptability:
 

1. The display and adjustment module PLICSCOM(*).4B/W* is suitable for a service temperature range of -40 °C to +80 °C.
2. The display and adjustment module PLICSCOM(*).4B/W* has to be completely installed in a suitable enclosure according to IEC

60079-0 in such a way, that a degree of protection of at least IP20 according to IEC 60529 is reached. The installation into the
enclosure shall be carried out in such a way that the service temperature is not exceeded.

APPLICABLE REQUIREMENTS

CAN/CSA C22.2 No. 61010-1-12, UPD1:2015, UPD2:2016, AMD1:2018, UPD3:2023, UPD4:2024 - Safety requirements for
electrical equipment for measurement, control, and laboratory use — Part 1: General requirements - Third Edition

CAN/CSA C22.2 No. 60079-0:19 - Explosive atmospheres - Part 0: Equipment - General requirements

CAN/CSA-C22.2 No. 60079-11:14 - Second Edition - Explosive atmospheres - Part 11: Equipment protection by intrinsic safety "i"

UL 61010-1 3rd ed (Rev. Nov 15, 2024) - UL Standard for Safety Safety Requirements for Electrical Equipment For Measurement,
Control, and Laboratory Use; Part 1: General Requirements

ANSI/UL 60079-0-2019 Seventh Edition - UL Standard for Safety Explosive atmospheres – Part 0: Equipment – General
requirements

ANSI/UL 60079-11:2013 - Sixth Edition - Standard for Safety Explosive Atmospheres - Part 11: Equipment Protection By Intrinsic
Safety 'I'

Markings

The manufacturer is required to apply the following markings:
Products shall be marked with the markings specified by the particular product standard.
Products certified for Canada shall have all Caution and Warning markings in both English and French.

 
Additional bilingual markings not covered by the product standard(s) may be required by the Authorities Having Jurisdiction.  It is the
responsibility of the manufacturer to provide and apply these additional markings, where applicable, in accordance with the requirements of
those authorities.
 
The products listed are eligible to bear the CSA Mark shown with adjacent indicators 'C' and 'US' for Canada and US (indicating that
products have been manufactured to the requirements of both Canadian and U.S. Standards) or with adjacent indicator 'US' for US only or
without either indicator for Canada only.
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Manufacturer’s name: "VEGA Grieshaber KG", or CSA Master Contract Number “153857”, adjacent to the CSA Mark in lieu of
manufacturer’s name.
Model designation: As specified in the PRODUCTS section, above.
Manufacturing date, or serial number, traceable to year and month of manufacture.
The designation “CSA 25CA80260846U”.

 

Note: DRAFT Marking Label
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Notes:

Products certified under Class(es) C225804, C225884 have been certified under CSA’s ISO/IEC 17065
accreditation with the Standards Council of Canada (SCC). www.scc.ca 
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Supplement to Certificate of Compliance

Certificate: 80260846 Master Contract: 153857

The products listed, including the latest revision described below,
are eligible to be marked in accordance with the referenced Certificate.

Product Certification History

Project Date Description

80260846 2025-10-06 Original cCSAus Ex-Component certification of display and adjustment module, model
PLICSCOM(*).4B/W* based on IECEx certificate IECEx TUN 24.0015U and CSA Report
153857-80260847 for ordinary location assessment.
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