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Specification sheet

XCOM
Display, adjustment and communication module

Application area

The plug-in XCOM is inserted into the device housing and is used for 
adjustment, diagnostics and/or status display.

Benefit

Depending on the instrument type, the XCOM enables the following 
functions:
•	 Status indicator with adjustable colour settings
•	 Adjustment via Bluetooth with smartphone/tablet/PC
•	 Easy detachability allows use in other sensors in the product family

Adjustment

Adjustment via Bluetooth
The XCOM with Bluetooth function enables wireless connection to 
standard adjustment devices. Adjustment devices are:
•	 Smartphone/tablet with VEGA Tools app
•	 Tablet/PC with PACTware/DTM

Technical data

General data
Housing material PC
Weight approx. 56 g (0.12 lbs)
Dimensions

	Ʋ Diameter 67 mm (2.64 in)
	Ʋ Height 20 mm (0.79 in)

Status indication
Colour 256 colours, adjustable
Bluetooth
Switch Bluetooth LOW, OFF and HIGH
Bluetooth standard 5.x
Effective range up to 100 m (328 ft)
Ambient conditions
Ambient temperature -40 … +80 °C (-40 … +176 °F)
Storage and transport 
temperature

-40 … +80 °C (-40 … +176 °F)

Electrical protective measures
Protection rating

	Ʋ unassembled IP40, NEMA 1
	Ʋ Mounted in the housing 
without lid

IP40, NEMA 1

Functional safety SIL non-reactive

Approvals

•	 Explosion protection
•	 Functional safety (IEC 61508)
•	 Cyber Security (IEC 62443-4-2)
•	 Radio approval Bluetooth
For approved devices (e.g. with Ex approval) the technical data in the 
respective safety instructions are applicable.
You can find detailed information in the available approvals on our 
homepage under "Downloads".

VEGA services

myVEGA - your digital platform
Device management
Access to all VEGA devices including configurations, device master 
data, documentation, device backups and parameter adjustments
Online orders & Product catalog
Quick access to all VEGA devices, price and delivery time information, 
as well as direct integration into your ERP system
Individual device configuration
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Creation, storage and management of individual device configurations 
– ideal for recurring applications or standardisation within the company
Project and plant overview
Clear structuring of projects and plants with assigned sensors, spare 
parts and status information
Your advantage: myVEGA bundles all important information and servic-
es in one platform – saving time, providing transparency and simplifying 
internal processes

VEGA Tools app - your smart partner
Free app for iOS and Android for wireless parameter adjustment, diag-
nostics, documentation and live transmission of VEGA instruments via 
Bluetooth – also ideal for measurement loops that are difficult to access
Your advantage: Maximum flexibility and time savings during setup, 
service, and maintenance – digital and intuitive

Personal advice – on site, by telephone or chat
Individual consultation by VEGA experts on selection, design and setup
Your advantage: The optimal solution right from the start – tailor-made, 
practice-orientated and economical

Free 24-hour hotline
Fast, free 24/7 support from experienced technicians for installation, 
maintenance and malfunctions – by telephone or digitally
Your advantage: Minimised downtime and maximum plant availability – 
help exactly when you need it

Repair & Disposal
Professional repair or replacement and environmentally friendly dis-
posal of defective devices
Your advantage: Longer service life for your devices, lower costs and an 
active contribution to environmental protection


