
Reliable

Accurate readings ensure gentle, proper

mooring and docking

Cost effective

Quay damage prevention with reliable vessel

distance measurement

User friendly

Simple setup and commissioning of the

sensors

Radar sensor for continuous distance measurement in the wave chamber
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Wave chamber

Measurement of ship distance in the wave chamber

Container ships can cause enormous damage to the quay if they dock improperly. When a container ship

approaches, a giant wave, the so-called "swell", shoots between the columns and floods the chamber.

Radar sensors measure the distance to the ship repeatedly and thus determine its speed. The reliable

radar measurement detects deviations from the berthing plan in good time. This allows the ship's crew to

be informed at an early stage so that countermeasures can be taken.

More details

VEGAPULS 6X

High measurement certainty, independent of waves, wind, fog or buildup

Non-contact measuring principle for maintenance-free operation

Precise measuring results thanks to very good signal focussing

http://www.vega.com/en-za/industries/ship-and-yacht-building/shipbuilding/wave-chamber
http://www.vega.com/en-za/products/product-catalog/level/radar/vegapuls-6x


PRO

VEGAPULS 6X
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Measuring range - Distance

120 m 

Process temperature

-196 ... 450 °C 

Process pressure

-1 ... 160 bar 

Accuracy

± 1 mm 

Frequency

6 GHz 

26 GHz 

80 GHz 

Beam angle

≥ 3° 

Materials, wetted parts

PTFE 

PVDF 

316L 

PP 

PEEK 

Threaded connection

≥ G¾, ≥ ¾ NPT 

Flange connection

≥ DN20, ≥ ¾" 

Hygenic fittings

Clamp ≥ 1½" - DIN32676, ISO2852 

Slotted nut ≥ 2", DN50 - DIN 11851 

Varivent ≥ DN25 

hygienic fitting with tension flange DN32 

hygienic fitting F40 with compression nut 

Hygienic screw connections ≥ DN50 tube ø53 -

DIN11864-1-A 

Hygienice flange connection ≥ DN50 DIN11864-2 

Hygienic clamp connection ≥ DN50 pipe Ø53 - DIN11864-

3-A 

DRD connection ø 65 mm 

SMS 1145 DN51 

 

http://www.vega.com/en-za/products/product-catalog/level/radar/vegapuls-6x

